MATERIAL SAFETY DATA SHEET

I, PRODUCT IDENTIFICATION

Mame: Armstrong S-184 Fast Setting Cement Based Patch & Skim

Coat
Description: Porttand Cement

il. DEPARTMENT OF TRANSPORTATION INFORMATION
Stupping name: Not classified  Mazard Class: N/A 1D #: N/A
EMERGENCY ONLY CONTACT: CHEM-TEL -1-800-255-3924

{15. HMIS (0 = minimal hazard; 4 = severe hazard)
Health =1  Flammabiity =0 Reactvity = 0

V. PRODUCT CONTENT

This product does not contamn chemicals subject to the reportin
requirenents of Section 313 of SARA Title lil and 40 CFR 372. Al

- components are on TSCA inventory, This product does NOT
contain asbestos.

@msu'ong
S5-184

Prepared 11/98 - Replaces 1/96

Armstrong World Industries, inc.
P.O. Box 3209
Lancaster, PA 17604
(717) 396-2328 or (717) 396-2935

V. HAZARDOUS INGREDIENTS
Lcmum_cw . CAS Mo iy ACGIH TLY
Cement 659971541 25-15 10 mg/m3 10 mgfm}
respirable dust,
J Smgim3
Galaum Alurmmnate 65997-16-2 15-30 15 rrrymj 10 mg/m3
respirable dust respieable dust:
Sma/m) Img/m3
Calcium Hydroxide 1305-62-0 1-8 5 mg/m3 5 mgimd
Limestone 1317-65-3 35-50 15 mg/m3 10 mgim3
cespurable dust:
Smg/m3

Vi. PHYSICAL DATA

X SPILL OR LEAK FROCEDURES

APPEARANCE: Gay powder. ODOR Cement odor. BOIUNG POINT
(degrees F NAK. VAPOR PRESSURE (mm Hg & 20 degrees ). N
YAPOR DENSITY (Alr= 1y /K, PERCENTVOLATILE BY WEIGHT (30 min
@ 275 degrees F} 0% EVAPORATION RATE {Butyl Acetate = Ty N/K.
SOLUBILITY IN WATER: <5% SPECIFIC GRAVITY: 30 pH 12-13.

STEPS TO BE TAKEN IF MATERIAL IS RELEASED OR SPHLLED- Pick up mate-
nai and place nto DOT approved contairer  Avond creating dust. WASTE
DISPOSAL METHQD  Dispase of contaner and any upused contents in
accordance wih Federal, State, and Local Waste Disposal Regulations. Do
not flush unused contents or residue down drams. Do not reuse container,

VUi, FIRE AND EXPLOSION HAZARD DATA

X\, SAFE HANDLING AND USE INFORMATION

FLASH POINT (METHOD) None. FLAMMABLE RANGE: LEL: N/A; UEL;
N/A, EXTINGUISHING MEDIA- /A, SPECIAL FIRE FIGHTING PROCE-
DURES N/A - UNUSUAL FIRE AND EXPLOSION HAZARDS: None.

VIl HEALTH HAZARD DATA

PRIMARY ROUTE(S) OF ENTRY. Inhalation and direct dermal exposure
TARGET ORGANS. Upper respiratary system, skin and eyes. EFFECTS OF
OVEREXPOSURE  SKIN AND EYES: Contact with skin and eves can cause
severe iritation  INHALATION: Prolonged or repeated overaxposure 10 dust
may cause nose and throat irmtation CARCINOGENICITY, NTP: No; (ARC
Monographs: No; OSHA Reguiated: No MEDICAL CONDITIONS GEN-
ERALLY AGGRAVATED BY EXPOSURE: Existing skin conditions Preexisiing
upper resprratory and [ung disease such as, but not limted to bronchius,
emphysema, and asthma  FIRST AID PROCEDURES. SKIN AND EYES: In
case ot eve contact, flush eves with plenty of water continuousty for fifteen
{15) minutes- get medical atterion mmedately Wash skin thoroughly with
s0ap and water or hand cleaner. Seek medical attention if sympioms persist
Wash clothirg betore reusing  INHALATION. Remowe to fresh ai. INGES-
TION: Do nat ingest matenial. Wash hands thoroughly atter use

(X. REACTIVITY DATA

STABILITY Stable. INCOMPATIBILITY Reacts with acids to release carbon
dioxide gas. HAZARDOUS DECOMPOSITION PRODUCTS Normal prod-
ucts of combustion  HAZARDOUS POLYMERIZATION. Wikl not oceur.
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VENTILATION. Nomal, ambient ventilaion shauld be sufficient. Avord
creating dust. RESPIRATORY PROTECTION Should not be required, 1f
work process generates excessive quantities of dust, or exposures in excess
of the PEL, wear resprator approved for preumoccniosis-producing dusts.
SKIN AND EYE PROTECTION: it 1s abways a good safsty practice o avo:d
contact with eyes and proionged confact with skin  Use spectacte-type
glasses to avoid getting in eves, and latex or rubber gloves to prevent skin
contact.

XIl. SPECIAL PRECAUTIONS .
PRECAUTIONS TO BE TAKEN I HANDLING AND STORAGE: Keep prod-
uct dry unhl used Avoid breakage ot bagged matenal, OTHER PRECAL-
THONS.  Close contawner after each use  WORK SITE ENVIRONMENT
Inttially there may be a potential adverse impact on indoor air quahty with-
in the general work area dunng the nstallation process. Therefore vou
shoutd advise the building manager or other appropnalte person that » it
will be necessary to estabiish and maintain adequate ventslaticn of the work
area, without causing the entry of contarmnants 10 other parts of busiding:
and + Persons who are sensitve to odors andior chermicals should be
advised to avord the work area dusng this process

The informatian presented herein 1s supplied as a guide 1o those wha han-
dle or use ths product. Sate work practices must be empicyed when work-
tng with any matenals It 1s important that the end user makes a determma-
tion regarding the adequacy ol the sasetv procedures emploved dunng the
use of this product

WA - not apphicable or not avadlable

N/K - none known of not known




